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LAMP PHOTOMETRIC REPORT

MODEL: 99LED645

POWER: 18W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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AVERAGE BEAM ANGLE(50%):107.3 DEG
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TOTAL FLUX: 1441.1 lm


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  80  70- 80

  90  80- 90

 100  90-100

 110 100-110
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 140 130-140

 150 140-150

 160 150-160
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 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

534.9 534.1 533.8 534.1 534.7 535.5 535.8 535.6 51.58 51.58 3.58

502.2 500.9 500.0 500.7 502.0 503.4 503.8 503.5 146.9 198.5 13.8

450.7 448.9 447.7 448.5 450.5 452.4 453.0 452.7 220.4 418.9 29.1

384.1 381.7 380.2 381.3 383.9 386.0 386.7 386.4 261.9 680.9 47.2

304.6 302.0 300.4 301.7 304.7 307.2 308.0 307.3 266.4 947.3 65.7

214.9 212.1 210.4 211.9 215.1 217.9 218.8 218.0 232.9 1180 81.9

119.9 117.4 115.8 117.3 120.5 123.2 123.8 123.2 165.8 1346 93.4

35.49 34.44 32.75 34.43 35.62 38.74 38.78 38.61 80.23 1426 99

2.071 1.709 1.406 1.828 1.619 1.970 1.704 2.004 14.92 1441 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:16 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99LED645

POWER: 18W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 546

5 543

10 535

15 521

20 502

25 479

30 451

35 419

40 384

45 346

50 305

55 261

60 215

65 167

70 120

75 74.5

80 35.5

85 9.67

90 2.07

10

546

543

535

521

502

478

451

419

384

346

305

261

215

167

120

74.2

35.5

10.1

2.16

20

546

543

535

521

502

478

450

418

383

345

304

260

214

166

119

73.6

35.1

10.1

2.13

30

546

543

534

520

501

478

450

418

383

344

303

259

213

166

119

73.6

35.2

10.1

1.96

40

546

543

534

520

501

477

449

417

382

343

302

258

212

165

117

72.9

34.5

9.84

1.77

50

546

543

534

520

501

477

449

417

382

343

302

258

212

165

117

72.5

34.3

9.72

1.65

60

546

543

534

520

501

477

448

416

381

342

301

257

211

164

116

71.5

33.7

9.44

1.58

70

546

543

534

520

500

476

448

416

381

342

301

257

211

164

116

71.0

33.3

9.27

1.53

80

546

543

534

519

500

476

448

416

380

342

300

256

210

163

115

70.3

32.7

8.92

1.46

90

546

543

534

519

500

476

448

416

380

342

300

257

210

163

116

70.3

32.7

8.83

1.41

100

546

543

534

519

500

476

448

415

380

342

300

256

210

163

115

70.4

32.8

8.98

1.49

110

546

543

534

520

500

476

448

416

380

342

301

257

211

164

116

71.0

33.4

9.32

1.57

120

546

543

534

520

500

476

448

416

381

342

301

257

211

164

116

71.5

33.7

9.47

1.67

130

546

543

534

520

501

477

448

417

381

343

302

258

212

164

117

72.5

34.3

9.74

1.78

140

546

543

534

520

501

477

449

417

381

343

302

258

212

165

117

72.9

34.5

9.85

1.88

150

546

543

534

520

501

477

449

417

382

344

303

259

213

166

119

73.5

35.1

10.0

1.91

160

546

543

534

520

501

477

450

418

383

344

303

260

214

166

119

73.6

35.1

9.99

1.92

170

546

543

535

521

502

478

450

419

383

345

304

261

215

167

120

74.3

35.4

10.01

1.80

180

546

543

535

521

502

478

450

419

384

346

305

261

215

168

120

74.8

35.6

9.70

1.62

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:16 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99LED645

POWER: 18W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 546

5 543

10 535

15 521

20 502

25 479

30 451

35 419

40 384

45 346

50 305

55 261

60 216

65 168

70 121

75 75.3

80 36.1

85 9.19

90 1.71

200

546

543

535

521

503

479

452

420

385

347

306

263

217

169

122

76.6

37.1

9.74

1.83

210

546

543

535

522

503

479

452

420

385

347

306

263

217

170

122

77.6

37.6

10.3

1.91

220

546

544

535

522

503

480

452

421

386

348

307

264

218

171

123

78.0

38.6

11.2

1.96

230

546

544

535

522

503

480

452

421

386

348

307

264

218

171

123

78.7

38.9

11.8

1.98

240

546

544

536

522

504

480

453

422

387

349

308

264

219

171

124

78.7

39.2

12.2

2.06

250

546

544

536

522

504

480

453

421

387

349

308

264

219

171

124

79.0

39.0

12.2

2.02

260

546

544

536

522

504

481

453

422

387

349

308

265

219

172

124

78.6

39.1

12.1

1.85

270

546

544

536

522

504

481

453

422

387

349

308

265

219

171

124

78.9

38.8

11.8

1.70

280

546

544

536

522

504

481

453

422

387

349

308

265

219

172

124

78.7

39.1

12.1

1.84

290

546

544

536

522

504

481

453

422

387

349

308

264

219

171

124

79.0

39.0

12.1

2.01

300

546

544

536

522

504

481

453

422

387

349

308

265

219

171

124

78.6

39.2

12.2

2.09

310

546

544

536

522

504

480

453

421

386

348

307

264

218

171

123

78.6

38.8

11.8

2.03

320

546

544

536

522

503

480

453

421

386

348

307

264

218

171

123

77.9

38.4

11.0

1.97

330

546

543

535

522

503

480

452

420

386

347

307

263

217

170

122

77.5

37.5

10.0

1.92

340

546

543

535

522

503

480

452

421

386

347

306

263

217

170

122

76.5

37.0

9.43

1.91

350

546

543

535

521

503

479

451

420

385

347

306

262

216

168

121

75.4

36.1

8.91

1.93

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:16 August 2022 Remarks:


